Manual of Lieber 5.8G RX

LB-5.8G-RX-音视频接收器
LB-5.8g-RX音视频接收器是工作在5645-5945MH ISM频段内的音视频接收器。本产品采用了与发射器匹配的高集成芯片，具有以下特性

* 工作频率：* 工作频道频率：
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* 5.8G FM音视频同步接收

* 紧凑结构，体积小，发射功率大- 采用大规模集成电路，可靠性高

*  32个工作通道，DIP开关选择设置

* 接收灵敏度: 90dBm

* 频率控制: 内置频率锁相环

* 双路AV输出: 直接输出模拟音视频信号

* 天线接口: SMA (内针)

* 供电电压: 7.4-16V
* 外形尺寸: 67*55*13mm； 铝合金外壳

应用范围：应用范围：航模，无线遥控飞机，飞船，玩具等。

三．产品引脚定义：
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产品参数
	工作频率
	工作电压
	工作通道
	空中距离
	视频号阻抗
	接收灵敏度
	天线接头（内孔）

	5705-5945
	7.4V-16V
	32
	>3000
	75Ω
	90dBm
	SMA


LB-5.8G-RX is an Audio & AV Receiver which works between the frequencies of 5645 to 5945MHz ISM. This product selects high integrated chip which matches perfectly with the transmitter and has the following characteristics:
* Working Frequency：* Working Channels Frequency：
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*  Compact structure with a small size: 67*55*15(mm)                                       

* A strong transmitting power- the use of large scale integrated circuits ensures the high reliability

*  32 working Channels, DIP Switch Setting

*  Receiving Sensitivity：90dBm

*  frequency control: integrated frequency phase locked loop.

*  The Dual AV output: direct output analog audio and video signals

*  Supply Voltage: 7.4-16V

*  Antenna connector: SMA 

*  Size: 67*55*13mm; Aluminum Case.

二. Applications: Model Airplane/Wireless RC Plane, RC Boat and other toys.

三．Product Pin Defination
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Product Parameter
	Working Frequency
	Working Voltage
	Working Channels
	Air Distance
	Video Signal Impedance
	Receiving Sensivitity
	Antenna Connector

	5705-5945
	7.4V-16V
	32
	>3000
	75Ω
	90dBm
	SMA
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